INSTALLATION INSTRUCTIONS >> FORMAX 1 000

General recommendations:

+  During the installation observe the compulsory security standards - wear protective gloves and work clothes
with long sleeves.

+  During transport and storage, protect against mechanical damage.

+ Above 90 cm stays made with rebars are needed.

+  Upto 30 cm Formax 1000 is self-supported.

step) 2

Installation of reinforcing mesh. Installation of Formax 1000 to reinforcing mesh.

bar spacing
every 25cm

welded mesh
for reinforcement

weld

B

Upper reinforcement installation and welding Concreting - to do with pressure on the bars.
to vertical bars. Adding a wooden beam.

welded or ***
wire-bonded

up to 90 cm any additional
supports are not needed
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General recommendations:

+  During the installation observe the compulsory security standards - wear protective gloves and work clothes with
long sleeves.

+  During transport and storage, protect against mechanical damage.

+ Above 90 cm stays made with rebars are needed.

tep) 1 step) 2

Installation of reinforcing mesh. Installation of Formax 1000 to reinforcing mesh.

bar spacing
every 25 cm

welded mesh
stiffening structure for reinforcement

welded to reinforcement

| STEP) 3 | STEP) 4

Upper reinforcement installation and welding Installation of stays or supports..
to vertical bars.

welded or
wire-bonded
quantity of stays depends
on slab thickness

welded stays to rebar
of bottom reinforcement

| STEP) 5 | | STEP) 6

Adding a wooden beam. Concreting - to do with pressure on the bars.
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